SR1, SR2, SR3. ZENITH FENCE PANEL (SCALE 1:20)

OPTIONAL BURIED MESH TO PREVENT TUNNELING

SR1 PLAN DETAIL (SCALE 1:5)

SR2 PLAN DETAIL (SCALE 1:5)

SR3 PLAN DETAIL (SCALE 1:5)

NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS SHOWN OTHER WISE.
2. STANDARD MATERIAL: MILD STEEL
3. STANDARD FINISH: POLYESTER POWDER COATED.

INFORMATION ONLY - NOT FOR CONSTRUCTION/MANUFACTURE

CONCRETE SPECIFICATION:
1. MAXIMUM SIZE OF AGGREGATE 14mm GRADE C30.
2. MINIMUM CEMENT CONTENT 240kg/m
3. ALL CONCRETE THICKNESSES GIVEN ARE A MINIMUM AND MAY BE INCREASED REQUIRED TO SUIT SITE CONDITIONS.
4. IT IS NOT NECESSARY TO FIT REBAR REINFORCEMENTS AS THIS MAY CAUSE PROBLEMS WHEN FIXING BARRIER.
5. TOP SURFACE MUST BE LEVEL, SUITABLE FOR DRILLING AND SECURE FITTING OF BOLTS.
6. ALL DUCT DIMENSIONS ARE CRITICAL AND MUST BE MAINTAINED AT ALL TIMES.

STANDARD FINISH:
- RAL 6005 MOSS GREEN
- RAL 9005 JET BLACK